
CeramiKote Lithium Stabilized Colloidal Silica Polishing Sealer 
 CeramiKote 
polished concrete. The acrylic sealer formulated with CeramiLok Densifier increases shine and hard-
ness, is easy to apply and dries fast. The special polymers within the formula enhance the shine and 

CeramiKote is environmentally friendly 
 

METHOD OF APPLICATION  
CeramiKote is packaged Ready To Use, do not dilute 
 
Hard Troweled or Polished Concrete: Apply CeramiLok Densifier prior to use. 2 coats of CeramiKote are recom-
mended. Spray on thin film using a low-pressure sprayer. The surface should be fully wetted, spread evenly with 
a microfiber mop, and then allowed to dry. For improved shine and appearance Burnish with a heat pad that can 
bring the surface temperature up to 100℉ or an 800-3000 grit diamond impregnated pad. Coverage Rate is 
1000sf/gal for the first coat. After burnishing the 2nd coat can be applied immediately at a rate of 1000sf/gal up 
to 2500sf/gal. Stain resistance is strongest at 1000sf/gal. Burnish when dry. Allow 2 hours for heavy foot traffic 

FOR ADDITIONAL INFORMATION OR TO PLACE AN ORDER: CeramiKrete Technologies  860-798-3745 

206 Country Club Rd  Middletown, CT, 06457      www.ceramikrete.com         info@ceramikrete.com  

DATA SHEET 

CeramiKrete™ CeramiKote 

TYPICAL PROPERTIES 
Appearance:                     Milky Liquid 
Solids by volume                    16% 
Specific Gravity, 75℉             <10 
pH                                          8-10 
Packaging                    1 gal or 5 gal RTU 

 

PRIMARY APPLICATIONS 
CeramiKote is used on exterior concrete and warehouse floors, commercial floors, and large-scale construction 
previously densified with CeramiLok. The product provides a dense surface with improved wear, stain re-

COMPLIANCE  
CeramiKote is V.O.C. compliant at <100 g/L 
STORAGE  
Keep from freezing and store CeramiKote between 41ᵒF and 90ᵒF.  
SAFETY  
A Safety Data Sheet and Test Results for CeramiKote will be supplied on request.  
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