
CeramiLok Lithium Stabilized Colloidal Silica Densifier 
 CeramiLok 

 The small particle silica acts to increase the density and hardness of concrete sur-
faces and lithium acts to reduce the effects of alkali-silica reaction or ASR. ASR effects include abnormal expan-
sion and cracking of concrete. CeramiLok is environmentally friendly. The pH is moderate compared to lithium 

METHOD OF APPLICATION  
CeramiLok is packaged Concentrated and must be diluted from 4-1 to 6-1 with water. 
Hard Troweled concrete: Dilute 6 to 1 with water and use a low-pressure sprayer. The surface should be fully 
wetted, spread evenly with a microfiber mop, and then allowed to dwell for 15 minutes and then dry. Coverage 
Rate is 400-600sf/gal. 
 
Aged or Broom Finished concrete: The surface should be scrubbed clean. Dilute 4 to 1 with water and use a low
-pressure sprayer to wet the surface, spread evenly with a microfiber mop or soft bristle broom, and then al-
lowed to dwell for 15 minutes and then allow 1-2 hours drying time. Coverage Rate is 200-300sf/gal . 
 
A protective coating such as CeramiKote or HydroLok after applying CeramiLok will further improve the perfor-
mance against ASR. Consult CeramiKrete for recommendations.  

FOR ADDITIONAL INFORMATION OR TO PLACE AN ORDER: CeramiKrete Technologies  860 798 3745.

206 Country Club Rd  Middletown, CT  06457      www.ceramikrete.com         info@ceramikrete.com 

DATA SHEET

CeramiKrete™ CeramiLok

TYPICAL PROPERTIES 
Appearance:                     Clear Liquid 
Particle Size, nm                      6-8  
Viscosity, cP                           <10  
pH                                          9-10 
Packaging                    1 gal or 5 gal Concentrate 

PRIMARY APPLICATIONS 
construc-
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proof, and harden concrete. Coverage is 200 600 square feet per gallon. A properly treated concrete slab will protect rebar from cor-
rosion. CeramiLok is an excellent pre treatment for cement patching on deteriorated concrete.

COMPLIANCE  
CeramiLok is V.O.C. compliant at <100 g/L. 
STORAGE  
Keep from freezing and store CeramiLok between 41ᵒF and 102ᵒF.  
SAFETY  
A Safety Data Sheet and Test Results for CeramiLok will be supplied on request.  
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