
CeramiKrete Concrete Sealer WB 
CeramiKrete Concrete Sealer WB is a high performance, water-based, non-yellowing, acrylic concrete sealer and 
curing compound. This state-of-the-art proprietary formulation completely resists discoloration from ultraviolet 
light exposure, and creates a glossy coating that remains clear throughout its life. Concrete Sealer WB is a low 
Volatile Organic Compound (V.O.C.) water based product. 

ADVANTAGES 
 CeramiKrete Concrete Sealer WB  is a very low VOC emission product at <100 g/L VOC.
 Protects concrete surfaces against deicing chemicals, fertilizers, salts, grease, oil, alkalies, mild acids, and 

detergents.

 Minimizes spalling due to freeze-thaw cycle exposure, hair line cracking, premature cracking, dusting and 
other common defects that result from improperly cured concrete.

 May be applied over existing water and solvent based sealers (conduct a small test patch to ensure compat-
ibility).

 Seals out most construction dirt and stains. Prevents mortar, plaster and concrete droppings from bonding 
to concrete surfaces.

 Tint pack system available in twelve standard colors; special color matching available subject to minimum 
quantities.

 Tinted CeramiKrete Concrete Sealer WB  may be used to cure or seal rough finished colored concrete and 
aids in reducing the finishing imperfections or variations in color.
 Has good chemical resistance and is nonflammable. 

TYPICAL PROPERTIES 
Appearance:                                      Milky Liquid 
ASTM Moisture Retention                  .042 g/cm2  
CRD-52-50 Abrasion Test           21.77 gram wt loss 
ASTM D1653 moisture vapor transmission     
                                            < 0.5 mg/cm2 per mm in 24 hrs                                         
Solids Content                                       25% 
Packaging                                   5 Gal Pails, 55 Gal Drums 

PRIMARY APPLICATIONS 
Interior concrete where a low odor curing compound that meets ASTM C1315 standards is desired. 
Exterior concrete curing where a non-yellowing water based, easy clean up, formulation is preferred. 
Enhance color and provide a uniform appearance of dry shake hardened floors, integral colored concrete, and 
acid stained concrete while curing and sealing the surface. Excellent for white or light color concrete. 
Seal and dustproof older interior or exterior concrete. 
Recommended for broom finished, stamped, properly prepared smooth troweled concrete, and concrete pavers. 



METHOD OF APPLICATION  
Surface Preparation: 
Concrete surface must be clean and clear of all moisture, oil, grease, paint, curing or sealing membranes, and large 
particles. Do not apply if rain or inclement weather is forecasted. Prepare the surface to be sealed by sweeping the 
surface clean of all large particles, scrubbing with Tri Sodium Phosphate or degreaser, and pressure washing the sur-
face. Allow to completely dry. Apply a test sample of sealer to an inconspicuous area to determine desired results. 
Substrate and ambient temperature should be between 50-85° F to guarantee maximum sealant potential. 

Mixing: 
Do not dilute. Slightly agitate container by gently rocking back and forth before use. 

Application: 
Application of Concrete Sealer WB can be accomplished with a brush, roller, sponge, or low-pressure spray equip-
ment equipped with a fan nozzle. For a smooth, even surface, use long, uniform strokes and apply at a rate of 300-
600 sq. ft. per gallon, depending upon the porosity of the surface. Avoid build-up of sealer on uneven surfaces and 
wipe off excess. Two coats are recommended for porous surfaces. Allow 2-4 hours between first and second coat. 
For old concrete, apply very light coats with a sponge and immediately remove excess material. As a curing sealer 
apply Concrete Sealer WB after all bleed water has dissipated and application will not mar surface. The optional sec-
ond coat should be applied at right angles to first coat enhancing moisture retention while providing additional pro-
tection from deicing chemicals, oils, and greases. For formed Concrete Walls, if walls are not to receive further treat-
ment, apply immediately after stripping forms or after rubbing procedures at a rate of 450 ft2/gal. Before material 
dries and hardens, clean tools and equipment with warm water and detergent. 

COMPLIANCE  
Concrete Sealer WB is V.O.C. compliant at <100 g/L. 
STORAGE  
Keep from freezing and store Concrete Sealer WB between 50 F and 90 F.  
SAFETY  
A safety Data Sheet and Test Results for Concrete Sealer WB  will be supplied upon request. 

Dry to _ Condition Hours 

To touch 1 

For light foot traffic 8 

For heavy traffic 24 

Maximum Hardness 168 (7 days) 

Condition ft2/gal 

Curing 300 

Sealing/Dustproof 350 

Gloss 2nd coat 450 

Curing: Drying Time @ 70°F (21°C) with 50% R.H Coverage: Coverage rates vary with concrete condition 

TECHNICAL DATA: 

 ASTM C1315, Type I & II, Class A, Standard Specification For Liquid Membrane-Forming Compounds for Curing 
and Sealing Concrete. 

 ASTM C309, Types 1 or 1D, Class A and B, Standard Specification for Liquid Membrane-Forming Compounds 
for Curing Concrete. 

 AASHTO M 148, Type 1 and 1D, Class A and B. 
USDA when cured for incidental food contact. 


